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57 ABSTRACT

A wheel alignment measuring device using a body center line
of a vehicle includes: front laser sensors provided at both
sides of a front of a workbench on which the vehicle is
disposed to measure positions of side panels each provided at
both sides of a front of the vehicle; rear laser sensors at both
sides of a rear of the workbench to measure positions of the
side panels each provided at both sides of a rear of the vehicle;
and a measuring unit configured to connect a center point A of
a connection line connecting two points of a front of the side
panels measured by the front laser sensors and a center point
B of a connection line connecting two points of a rear of the
side panels measured by the rear laser sensors to obtain a body
center line C of the vehicle.

12 Claims, 6 Drawing Sheets
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Fig 2 - Prior art
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WHEEL ALIGNMENT MEASURING DEVICE
FOR VEHICLE AND MEASURING SYSTEM
AND MEASURING METHOD USING THE
SAME

CROSS-REFERENCE TO RELATED
APPLICATION

The present application claims priority of Korean Patent
Application Number 10-2013-0093535 filed Aug. 7, 2013,
the entire contents of which application is incorporated herein
for all purposes by this reference.

BACKGROUND OF INVENTION

1. Field of Invention

The present invention relates to a wheel alignment measur-
ing device for a vehicle measuring a wheel alignment based
on a body center line in order to improve straight driving
performance of the vehicle when a driving drift, unbalanced
wear of a tire, deflected driving, or the like, occur, and a
measuring system and a measuring method using the same.

2. Description of Related Art

In general, a large-sized bus measures and adjusts contact-
type wheel alignment and deflection in order to improve
straight driving performance. That is, the wheel alignment
measurement measures the wheel alignment using wheel
clamps 30 and 3D cameras 40 installed on wheel surfaces of
a steering shaft 10 and a driving shaft 20 as shown in FIG. 1,
and the deflection measurement measures a distance by ultra-
sonic sensors 60 while a vehicle is driven by roll tester rollers
50 in a roll test process and calculates a displacement difter-
ence between a front part 70 and a rear part 80 of a vehicle
outer plate using the measured distance, as shown in FIG. 2.

Meanwhile, a wheel alignment measuring device for the
vehicle has been disclosed in Korean Utility Model Registra-
tion No. 20-0324989.

However, the wheel alignment measuring device accord-
ing to the related art may have quality problems such as a
driving drift, deflected driving, and the like due to being
out-of-square when offsets of the steering shaft 10 and the
driving shaft 20 occur at the time of the measurement and
adjustment of the wheel alignment, and a problem that it is
difficult to accurately measure a deflected amount due to
occurrence of left and right movements of a roller caused by
characteristic of an automatic centering adjustment type
roller bearing 50 used in the roll tester at the time of the
measurement of the deflection.

The information disclosed in this Background section is
only for enhancement of understanding of the general back-
ground of the invention and should not be taken as an
acknowledgement or any form of suggestion that this infor-
mation forms the prior art already known to a person skilled
in the art.

BRIEF SUMMARY

Accordingly, the present invention has been made to solve
the above-mentioned problems occurring in the prior art
while advantages achieved by the prior art are maintained
intact.

Various aspects of the present invention provide for a wheel
alignment measuring device for a vehicle measuring a wheel
alignment based on a body center line in order to improve
straight driving performance of the vehicle when a driving
drift, unbalanced wear of a tire, deflected driving, or the like
occur.
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Various aspects of the present invention provide for a mea-
suring system and a measuring method of the wheel align-
ment for the vehicle measuring torsion and deflection of the
wheel alignment using the wheel alignment measuring
device.

In one aspect of the present invention, there is provided a
wheel alignment measuring device for a vehicle, the device
including: a workbench configured to dispose the vehicle
thereon; front laser sensors configured to be each provided at
both sides of a front of the workbench and measure positions
of side panels each provided at both sides of a front of the
vehicle; rear laser sensors configured to be each provided at
both sides of a rear of the workbench and measure positions of
the side panels each provided at both sides of a rear of the
vehicle; and a measuring unit configured to obtain a front
center point A of a connection line connecting two points of a
front of the side panels measured by the front laser sensors
and a rear center point B of a connection line connecting two
points of a rear of the side panels measured by the rear laser
sensors, and a body center line C of the vehicle by connecting
the front center point A and the rear center point B to each
other.

The front laser sensors may be provided at both sides of the
front of the workbench so as to correspond to each other.

The rear laser sensors may be provided at both sides of the
rear of the workbench so as to correspond to each other.

The front laser sensors and the rear laser sensors each
provided at both side portions of the workbench may be
provided on the same line in a length direction of the vehicle.

In another aspect of the present invention, there is provided
awheel alignment measuring system for a vehicle, the system
including: the wheel alignment measuring device as
described above; and wheel clamps and 3D cameras config-
ured to be provided at ends of both sides of a steering shaft or
a driving shaft of the vehicle and measure a reference line
connecting both ends of the steering shaft or the driving shaft.

After measuring a connected state between the reference
line of the steering shaft measured by the wheel clamps and
the 3D cameras and the body center line, if an angle of the
reference line of the steering shaft with respect to the body
center line is not 90°, deflection may occur.

After measuring a connected state between the reference
line of the driving shaft measured by the wheel clamps and the
3D cameras and the body center line, if an angle of the
reference line of the driving shaft with respect to the body
center line is not 90°, torsion may occur.

In another aspect of the present invention, there is provided
a wheel alignment measuring method for a vehicle, the
method including: a front measuring step of each measuring
positions of side panels each provided at both sides of a front
of'the vehicle to obtain two front points; a rear measuring step
of each measuring positions of side panels each provided at
both sides of a rear of the vehicle to obtain two rear points; a
front and rear center points measuring step of obtaining a
front center point A of a connection line connecting the two
front points to each other and a rear center point B of a
connection line connecting the two rear points to each other;
a body center line measuring step of connecting the front
center point A and the rear center point B to each other to
obtain a body center line C of the vehicle; a steering shaft or
driving shaft reference line measuring step of measuring a
reference line D or E of the steering shaft or the driving shaft
connecting both ends of the steering shaft or the driving shaft
of'the vehicle; and a torsion and deflection measuring step of
measuring an inclined angle of the reference line D or E of the
steering shaft or the driving shaft based on the body center
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line C and then measuring torsion and deflection of the driv-
ing shaft and the steering shaft of the vehicle.

In the front measuring step, the positions of the side panels
each provided at both sides of front of the vehicle may be
measured by front laser sensors to thereby obtain two front
points.

In the rear measuring step, the positions of the side panels
each provided at both sides of the rear of the vehicle may be
measured by rear laser sensors to thereby obtain two rear
points.

In the steering shaft or driving shaft reference line measur-
ing step, a reference line D or E of the steering shaft or the
driving shaft connecting both ends of the steering shaft or the
driving shaft may be measured by wheel clamps and 3D
cameras each provided at ends of both sides of the steering
shaft or the driving shaft.

In the torsion and deflection measuring step, an angle of the
reference line D of the steering shaft may be measured based
on the body center line C, and if the angle of the steering shaft
is not 90°, deflection may occur.

In the torsion and deflection measuring step, an angle of the
reference line E of the driving shaft may be measured based
on the body center line C, and if the angle of the driving shaft
is not 90°, torsion may occur.

The methods and apparatuses of the present invention have
other features and advantages which will be apparent from or
are set forth in more detail in the accompanying drawings,
which are incorporated herein, and the following Detailed
Description, which together serve to explain certain prin-
ciples of the present invention.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a view showing a state measuring wheel align-
ment of a vehicle according to the related art;

FIG. 2 is a view showing a state measuring deflection of the
vehicle according to the related art;

FIG. 3 is a perspective view showing an exemplary wheel
alignment measuring device for a vehicle according to the
present invention;

FIG. 4 is a plan view showing an exemplary wheel align-
ment measuring system for a vehicle according to the present
invention;

FIG. 5 is a view showing an exemplary wheel alignment
measuring system for the vehicle according to the present
invention; and

FIG. 6 is a flow chart showing an exemplary wheel align-
ment measuring method for a vehicle according to the present
invention.

DETAILED DESCRIPTION

Reference will now be made in detail to various embodi-
ments of the present invention(s), examples of which are
illustrated in the accompanying drawings and described
below. While the invention(s) will be described in conjunc-
tion with exemplary embodiments, it will be understood that
present description is not intended to limit the invention(s)
to those exemplary embodiments. On the contrary, the inven-
tion(s) is/are intended to cover not only the exemplary
embodiments, but also various alternatives, modifications,
equivalents and other embodiments, which may be included
within the spirit and scope of the invention as defined by the
appended claims.

A wheel alignment measuring device according to various
embodiments to the present invention is a device capable of
measuring four points at both sides, a front, and a rear of a
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vehicle using a laser sensor, obtaining a body center line of the
vehicle using the above-mentioned four points, measuring
wheel alignment by an inclined state of a steering shaft and a
driving shaft based on the above-mentioned body center line,
and more accurately adjusting the wheel alignment by adjust-
ing the inclined state between the steering shaft and the driv-
ing shaft based on the body center line.

As shown in FIGS. 3 and 4, the wheel alignment measuring
device for the vehicle, which measures the wheel alignment
using the body center line of the vehicle, includes a work-
bench 100 on which the vehicle is disposed, front laser sen-
sors 200 each provided at both sides of a front of the work-
bench 100 and measuring front positions of side panels 11
each provided at both sides of the vehicle 10, rear laser sen-
sors 300 each provided at both sides of a rear of the work-
bench 100 and measuring rear positions of the side panels 11
each provided at both sides of the vehicle 10, and a measuring
unit 400 connecting a center point A of a connection line
connecting two points of the front of the side panels 11
determined and measured by the front laser sensors 200 and a
center point B of a connection line connecting two points of
the rear of the side panels 11 determined and measured by the
rear laser sensors 300 to each other to thereby obtain a body
center line C of the vehicle.

The workbench 100 includes a bottom part 110 on which
the vehicle is disposed and guide parts 120 provided on the
bottom part 110 and guiding a position of the vehicle 10 so as
to be constantly maintained while the vehicle 10 is mounted.

The front laser sensors 200 are provided at both sides of the
front of the workbench 100 so as to correspond to each other,
determines and measures the front positions of the side panels
11 provided at both sides of the vehicle 10, and transmits the
measured result value to the measuring part 400, thereby
making it possible to obtain the front center point A of the
connection line connecting the two points of the front of the
side panels 11 by the measuring part 400.

That is, the front laser sensors 200 are disposed so as to
correspond to each other, such that the two points of the front
of the side panels 11 may be determined and measured so as
to be connected to each other. Therefore, the front center point
A may be accurately obtained.

The rear laser sensors 300 are provided at both sides of the
rear of the workbench 100 so as to correspond to each other,
determines and measures the rear positions of the side panels
11 provided at both sides of the vehicle 10, and transmits the
measured result value to the measuring part 400, thereby
making it possible to obtain the rear center point B of the
connection line connecting the two points of the rear of the
side panels 11 by the measuring part 400.

That is, the rear laser sensors 300 are disposed so as to
correspond to each other, such that the two points of the rear
of the side panels 11 may be determined and measured so as
to be connected to each other. Therefore, the rear center point
B may be accurately obtained.

Meanwhile, the front laser sensors 200 and the rear laser
sensors 300 each provided at both side portions of the work-
bench 100 are positioned on the same line in a length direction
of'the vehicle. Therefore, if four points determined and mea-
sured by the front laser sensors 200 and the rear laser sensors
300 are connected, a rectangle is formed, such that the center
point may be more accurately obtained.

As such, the measuring part 400 may determine and mea-
sure the body center line C by connecting the front center
point A and the rear center point B to each other measured by
the front laser sensors 200 and the rear laser sensors 300.
Thereby, even though the vehicle 10 is obliquely disposed on
the workbench 100, the body center line C of the same posi-
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tion of the vehicle 10 may be determined and measured, such
that a measured value may be more accurately obtained by
measuring the wheel alignment based on the body center line
C.

That is, even though the vehicle 10 is irregularly disposed
on the workbench 100, the same front center point A and rear
center point B may be determined and measured by the front
laser sensors 200 and the rear laser sensors 300, such that the
same body center line C may be obtained.

The wheel alignment measuring device for the vehicle
according to various embodiments of the present invention as
described above uses the body center line of the vehicle 10 as
a reference when measuring the wheel alignment, such that
the wheel alignment may be more accurately determined and
measured.

A wheel alignment measuring system for a vehicle mea-
suring torsion and deflection of a driving shaft and a steering
shaft of the vehicle is configured using the wheel alignment
measuring device for the vehicle according to various
embodiments of the present invention.

That is, the wheel alignment measuring system for the
vehicle according to various embodiments of the present
invention includes the above described wheel alignment mea-
suring device and wheel clamps 500 and 3D cameras 600
provided at ends of both sides of a steering shaft 12 and a
driving shaft 13 of the vehicle 10 and measuring reference
lines D and E connecting both ends of the steering shaft 12
and the driving shaft 13 and the center point, as shown in
FIGS. 4 and 5.

In other words, the wheel clamps 500 and the 3D cameras
600 for measuring the reference lines D and E connecting
both ends of the steering shaft 12 or the driving shaft 13 are
provided at both ends of the steering shaft 12 and the driving
shaft 13 of the vehicle 10.

In addition, the measuring part 400 measures the wheel
alignment by the reference lines D and E and the body center
line C measured by the wheel clamps 500 and the 3D cameras
600.

As shown in FIG. 5, as the wheel clamps 500 and the 3D
cameras 600 as described above are installed at the ends of the
steering shaft 12 and the driving shaft 13 of the vehicle, the
reference lines D and E in the length direction of the steering
shaft 12 and the driving shaft 13 may be measured and the
wheel alignment may be adjusted by comparing the reference
lines D and E of the steering shaft 12 and the driving shaft 13
with the body center line C.

Therefore, the wheel alignment measuring system for the
vehicle according to various embodiments of the present
invention measures an inclined angle of the reference lines D
and E of the steering shaft 12 and the driving shaft 13 from the
body center line C.

That is, if the inclined angle of the reference line D of the
steering shaft 12 from the body center line C is not 90°, it may
be appreciated that the deflection occurs. Therefore, the
inclined angle of the steering shaft 12 is adjusted so that the
deflection does not occur.

In addition, if the inclined angle of the reference line E of
the steering shaft 13 from the body center line C is not 90°, it
may be appreciated that the torsion occurs. Therefore, the
inclined angle of the driving shaft 13 is adjusted so that the
torsion does not occur.

Further, the wheel alignment measuring system for the
vehicle according to various embodiments of the present
invention may simultaneously measure the deflection and the
torsion of the steering shaft and the driving shaft, thereby
increasing workability and efficiency.
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Meanwhile, a wheel alignment measuring method using
the wheel alignment measuring system for the vehicle
according to various embodiments of the present invention as
described above will be described below.

As shown in FIG. 6, the wheel alignment measuring
method for the vehicle according to various embodiments of
the present invention includes a front measuring step of mea-
suring positions of side panels each provided at both sides of
afront ofa vehicleto obtain two front points, a rear measuring
step of measuring positions of side panels each provided at
both sides of a rear of the vehicle to obtain two rear points, a
front and rear center points measuring step of obtaining a
front center point A of a connection line connecting the two
front points to each other and a rear center point B of a
connection line connecting the two rear points to each other,
a body center line measuring step of connecting the front
center point A and the rear center point B to each other to
obtain a body center line C of the vehicle, a steering shaft or
driving shaft reference line measuring step of measuring a
reference line D or E of the steering shaft or the driving shaft
connecting both ends of the steering shaft or the driving shaft
of'the vehicle, and a torsion and deflection measuring step of
measuring an inclined angle of the reference line D or E of the
steering shaft or the driving shaft based on the body center
line C to measure torsion and deflection of the driving shaft
and the steering shaft of the vehicle.

Hereinafter, the wheel alignment measuring method for the
vehicle according to various embodiments of the present
invention will be described in detail.

The front measuring step measures the positions of the side
panels 11 each provided at both sides of the front at which the
steering shaft 12 of the vehicle 10 disposed on the workbench
100 is positioned, by the front laser sensors 200 to thereby
obtain the two front points.

Meanwhile, the front measuring step and the rear measur-
ing step are simultaneously performed, where the rear mea-
suring step measures the positions of the side panels each
provided at both sides of the rear at which the driving shaft 13
of the vehicle 10 disposed on the workbench 100 is posi-
tioned, by the rear laser sensors 300 to thereby obtain the two
rear points.

When the front and rear measuring steps are completed, the
front and rear center points measuring step is performed,
where the front and rear center points measuring step obtains
the front center point A of the connection line connecting the
two front points to each other measured by the front laser
sensors 200 and the rear center point B of the connection line
connecting the two rear points to each other measured by the
rear laser sensors 300.

Thereafter, the body center line measuring step connects
the front center point A and the rear center point B to each
other to thereby obtain the body center line C.

When the body center line measuring step is completed, the
steering shaft or driving shaft reference line measuring step is
performed.

The steering shaft or driving shaft reference line measuring
step measures the reference line D or E of the steering shaft 12
or the driving shaft 13 connecting both ends of the steering
shaft 12 or the driving shaft 13 by the wheel clamps 500 and
the 3D cameras 600 provided at both ends of the steering shaft
12 or the driving shaft 13 of the vehicle 10.

When the steering shaft or driving shaft reference line
measuring step is completed, the torsion and deflection mea-
suring step is performed.

The torsion and deflection measuring step measures the
inclined angle of the reference line D or E of the steering shaft
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12 or the driving shaft 13 to measure the torsion and the
deflection of the steering shaft 12 and the driving shaft 13 of
the vehicle 10.

That is, the torsion and deflection measuring step measures
an angle of the reference line D of the steering shaft 12 based
on the body center line C. When the angle of the steering shaft
12 is not 90°, the deflection occurs. Therefore, the angle of the
steering shaft 12 is adjusted so as to become 90° with respect
to the body center line C.

Meanwhile, the torsion and deflection measuring step mea-
sures an angle of the reference line E of the driving shaft 13
based on the body center line C. When the angle of the driving
shaft 13 is not 90°, the torsion occurs. Therefore, the angle of
the driving shaft 13 is adjusted so as to become 90° with
respect to the body center line C.

The wheel alignment measuring method for the vehicle
according to various embodiments of the present invention as
described above measures the deflection of the steering shaft
and the torsion of the driving shaft using the body center line
C, such that the measurement may be more accurately per-
formed.

As set forth above, according to various embodiments of
the present invention, the straight driving performance of the
vehicle such as the driving drift, the unbalanced wear of the
tire, the deflected driving, or the like of the vehicle may be
improved by measuring the wheel alignment and the deflec-
tion based on the body center line of the vehicle.

For convenience in explanation and accurate definition in
the appended claims, the terms upper or lower, front or rear,
inside or outside, and etc. are used to describe features of the
exemplary embodiments with reference to the positions of
such features as displayed in the figures.

The foregoing descriptions of specific exemplary embodi-
ments of the present invention have been presented for pur-
poses of illustration and description. They are not intended to
be exhaustive or to limit the invention to the precise forms
disclosed, and obviously many modifications and variations
are possible in light of the above teachings. The exemplary
embodiments were chosen and described in order to explain
certain principles of the invention and their practical applica-
tion, to thereby enable others skilled in the art to make and
utilize various exemplary embodiments of the present inven-
tion, as well as various alternatives and modifications thereof.
Itis intended that the scope of the invention be defined by the
Claims appended hereto and their equivalents.

What is claimed is:
1. A wheel alignment measuring system for a vehicle, the
system comprising:
a wheel alignment measuring device comprising:
a workbench for supporting a vehicle thereon;
front laser sensors provided at opposing front sides of
the workbench to measure positions of front side pan-
els of the vehicle;
rear laser sensors provided at opposing rear sides of the
workbench to measure positions of rear side panels of
the vehicle; and
a measuring unit for determining a front center point A
of'a connection line connecting front points of the side
panels measured by the front laser sensors and a rear
center point B of a connection line connecting rear
points of the side panels measured by the rear laser
sensors, and a body center line C of the vehicle by
connecting the front center point A and the rear center
point B to each other; and
wheel clamps and 3D cameras configured to be provided at
ends of both sides of a steering shaft or a driving shaft of
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the vehicle and to measure a reference line connecting
both ends of the steering shaft or the driving shaft.

2. The wheel alignment measuring system for the vehicle
according to claim 1, wherein the front laser sensors are
provided at opposing front sides of the workbench so as to
correspond to each other.

3. The wheel alignment measuring system for the vehicle
according to claim 1, wherein the rear laser sensors are pro-
vided at opposing rear sides of the workbench so as to corre-
spond to each other.

4. The wheel alignment measuring system for the vehicle
according to claim 1, wherein the front laser sensors and the
rear laser sensors are provided along a common line in a
length direction of the vehicle.

5. The wheel alignment measuring system for the vehicle
according to claim 1, wherein after measuring a connected
state between the reference line of the steering shaft measured
by the wheel clamps and the 3D cameras and the body center
line, if an angle of the reference line of the steering shaft with
respect to the body center line is not 90°, deflection occurs.

6. The wheel alignment measuring system for the vehicle
according to claim 1, wherein after measuring a connected
state between the reference line of the driving shaft measured
by the wheel clamps and the 3D cameras and the body center
line, if an angle of the reference line of the driving shaft with
respect to the body center line is not 90°, torsion occurs.

7. A wheel alignment measuring method for a vehicle, the
method comprising:

a front measuring step of measuring positions of opposing

front side panels of the vehicle to obtain front points;

a rear measuring step of measuring positions of opposing
rear side panels of the vehicle to obtain rear points;

a front and rear center points measuring step of obtaining a
front center point A of a connection line connecting the
front points to each other and a rear center point B of a
connection line connecting the rear points to each other;

a body center line measuring step of connecting the front
center point A and the rear center point B to each other to
obtain a body center line C of the vehicle;

a steering shaft or driving shaft reference line measuring
step of measuring a steering shaft reference line D or a
driving shaft reference line E of the steering shaft or the
driving shaft connecting both ends of the steering shaft
or the driving shaft of the vehicle; and

a torsion and deflection measuring step of measuring an
inclined angle of reference line D or E of the steering
shaft or the driving shaft based on the body center line C
and then measuring torsion and deflection of the driving
shaft and the steering shaft of the vehicle.

8. The wheel alignment measuring method for the vehicle
according to claim 7, wherein in the front measuring step, the
positions of the side panels each provided at both sides of
front of the vehicle are measured by front laser sensors to
thereby obtain two front points.

9. The wheel alignment measuring method for the vehicle
according to claim 7, wherein in the rear measuring step, the
positions of the side panels each provided at both sides of the
rear of the vehicle are measured by rear laser sensors to
thereby obtain two rear points.

10. The wheel alignment measuring method for the vehicle
according to claim 7, wherein in the steering shaft or driving
shaft reference line measuring step, a reference line D or E of
the steering shaft or the driving shaft connecting both ends of
the steering shaft or the driving shaft is measured by wheel
clamps and 3D cameras each provided at ends of both sides of
the steering shaft or the driving shaft.
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11. The wheel alignment measuring method for the vehicle
according to claim 7, wherein in the torsion and deflection
measuring step, an angle of the reference line D of the steering
shaft is measured based on the body center line C, and if the
angle of the steering shaft is not 90°, deflection occurs.

12. The wheel alignment measuring method for the vehicle
according to claim 7, wherein in the torsion and deflection
measuring step, an angle of the reference line E of the driving
shaft is measured based on the body center line C, and if the
angle of the driving shaft is not 90°, torsion occurs.

#* #* #* #* #*

10

10



